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Smart Cameras
V-TAC introduces its all-new extensive range of smart 

cameras – fully compatible with any smart device 

(mobile phones, tablets, or PCs) through WiFi 

integration. These cameras o er detection alerts via 

email –– all available in standard UK & EU plugs for 

compatibility.

Applications 

Designed to add an extra layer of security in houses, condominiums, restau-

rants, retail shops, o�ce spaces, and more high-definition video feed in 

real-time, including two-way audio, full security camera sets, motion

Product Features

•  Standard wireless frequencies for WiFi transmission

•  Equipped with premium quality image sensors – 

    high definition, high resolution videos at standard

    frames per second,

•  Supports iOS & Android devices

•  Real-time alerts sent straight to your mobile for

     motion detected

•  Night Vision

•  Two-Way Audio

•  Video storage: Micro SD storage or cloud transmission
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 Surveillance Camera 

 SKU: 8474  EAN: 3800157647878 



 VT-5125 

Box Qty:  80 pcs 

 • Input Power - DC:12V±10%

• Resolution - 1920x1080

• Lens - 2.8mm @F1.8

• Material - ABS

• Audio - No

• Sensor Type - 2.0MP1/2.7” CMOS

• Signal System - AHD/CVI/TVI/CVBS @1080P

• Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); 0 Lux (IRs on)

• Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)

• Shutter - 1/50(1/60) second~ 1/10,000 second

• Lens - High-defi nition board lens 2.8mm @F1.8

• Lens type M12

• Day and Night IR-Cut

• Video Output - 1Vp-p Composite Output(75Ω/BNC)

• IR Distance - 20 to 30 meters 

 Surveillance Camera 

 SKU: 8475  EAN: 3800157647885 






 VT-5126 

Box Qty:  50 pcs 

 • Input Power - DC:12V±10%

• Resolution - 1920x1080

• Image Sensor - 2.0MP 1/2.7” Low illumination CMOS Sensor

• Lens - 2.8mm@F1.8

• Audio - No

• IP Rating - IP65

• Built with Aluminium 

• Signal System - AHD/CVI/TVI/CVBS @1080P

• Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); 0 Lux (IRs on)

• Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)

• Shutter - 1/50(1/60) second~ 1/10,000 second

• Lens - High-defi nition board lens 2.8mm @F1.8

• Lens type M12

• Day and Night IR-Cut

• Video Output - 1Vp-p Composite Output(75Ω/BNC)

• IR Distance - 20 to 30 meters 
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 4CH DVR 

 SKU: 8476  EAN: 3800157647892 






 VT-5127 

Box Qty:  10 pcs 

 • Input Power - DC:12V±10%

• Resolution - 1920x1080

• Image Sensor - 2.0MP 1/2.7” Low illumination CMOS Sensor

• Lens - 2.8mm@F1.8

• Audio - No

• IP Rating - IP65

• Built with Aluminium 

• Signal System - AHD/CVI/TVI/CVBS @1080P

• Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); 0 Lux (IRs on)

• Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)

• Shutter - 1/50(1/60) second~ 1/10,000 second

• Lens - High-defi nition board lens 2.8mm @F1.8

• Lens type M12

• Day and Night IR-Cut

• Video Output - 1Vp-p Composite Output (75Ω/BNC)

• IR Distance - 20 to 30 meters 














 Security Camera 

 SKU: 8478  EAN: 3800157647915 






 VT-5135 

Box Qty:  50 pcs 

 • Input Power - DC:12V±10%

• Resolution - 1920x1080

• Image Sensor - 1/2.8” Low illumination CMOS Sensor

• Lens - 3.6mm@F1.8

• Minimum illumination - Color-0.01Lux @(F1.2,AGC ON); 0 Lux with IR

• Black and White - 0.001 Lux @ (F1.2, AGC ON), 0 Lux with IR

• Shutter - 1/50 (1/60) seconds to 1/10,000 seconds

• Designed with Lens Type M12

• Day and night conversion mode - Supports IR-CUT

• Frame rate 1080P@20fps

• Supports Protocols - TCP/IP, HTTP, DHCP, DNS, DDNS,PPPoE, SMTP, NTP

• Communication interface - 1 10/100Mbps adaptive Ethernet port, RJ45 

interface

• Infrared distance of 20-30 meters

• Audio - No

• IP Rating - IP65
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 Security Camera 

 SKU: 8479  EAN: 3800157647922 






 VT-5136 

Box Qty:  20 pcs 

 • Input Power - DC:12V

• Resolution - 1920x1080

• Image Sensor - 1/2.7” CMOS 0.001LUX/F1.2(Colorful)

• Video Compression - 32kbps-8mbps

• 2.0 Mega pixel

• Electronic Shutter - 1/25---1/10000 Second

• Day and night conversion mode - Full Color

• 3D DNR (Digital noise reduction)

• H.265 encoding type - Profi le_Baseline

• Intelligent Alarm - Motion detection, occlusion alarm, video loss, network cable 

disconnection, IP address confl ict

• Support Protocols - TCP/IP, DHCP, HTTP, DNS, RTP RTSP

• Docking Protocols - ONVIF, Hikvision, Dahua

• Universal feature - One-click recovery, dual stream, heartbeat, mirroring, video 

masking, anonymous access

• Communication interface - 1 RJ45 10M / 100M adaptive Ethernet port 


 

     
 





  


 Wireless NVR Camera-EU 

 SKU: 8400  EAN: 3800157643757 

 VT-5188 

Box Qty:  4 pcs 
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 Indoor Camera-EU 

 SKU: 8439 

 SKU: 8438 

 EAN: 3800157644136 

 EAN: 3800157644129 

 

 VT-5122 

 VT-5122-BS 

Box Qty:

Box Qty:

 50 pcs 

 50 pcs 



































 Outdoor Camera-EU 

 SKU: 8441 

 SKU: 8440 

 EAN: 3800157644150 

 EAN: 3800157644143 

 

 VT-5123 

 VT-5123-BS 

Box Qty:

Box Qty:

 30 pcs 

 30 pcs 
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 Doorbell 

 SKU: 8355  EAN: 3800157634960 

8

 VT-5412 

Box Qty:

Box Qty:

 50 pcs 

 50 pcs 





















 Chimes-EU 

 SKU: 8445 

 SKU: 8359 

 EAN: 3800157644594 

 EAN: 3800157635004 




melodious

 VT-5415 

 VT-5413 

Box Qty:

Box Qty:

 100 pcs 

 100 pcs 






















